8"
(200 MM)
MIN

= |I—III—I|I—- < od.- -

3

QQ

il gwgw 1

NOTES:

EEIEIEISIE

[T=

LSO OO
OO0OFHO50 cOBO0 GO0 OO0 °O

COMPACTED SOIL AT PERIMETER

CONCRETE GRID PAVERS
CONCRETE PAVERS 3 1/8" (80 MM) MIN THICKNESS

1/16" TO 3/8" (2-10 MM) WASHED AGGREGATE
IN OPENINGS AND 3" (75 MM) THICK UNDER GRIDS

1/2" TO 1 1/2" (13-40 MM) WASHED AGGREGATE
COMPACTED TO 8" (200 MM) MIN DEPTH

GEOTEXTILE
COVER BOTTOM, AND
SIDES OF BASE

COMPACTED SUBGRADE

1. DEPTH OF OPEN GRADED BASE WILL EFFECT RUNOFF STORAGE CAPACITY
2. BEARING CAPACITY AND PERMEABILITY OF SOIL SUBGRADE SHOULD BE EVALUATED FOR
SUITABILITY WITH APPLICATION, TRAFFIC & STORM WATER STORAGE CRITERIA.

DRAINAGE OF SUBGRADE MAY BE REQUIRED.

CONCRETE GRID PAVERS FOR
STORM WATER RUN-OFF CONTROL SCALE
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